GENERAL NOTES

All dimensions on the drawings must be verified against the
existing site conditions before the commencement of any work.

The vertical dimensions of brickwork are based on multiple
centre lines of 85mm and the contractor must set out brickwork
accordingly.

The contractor is responsible for site inspections by the
building inspectors of the local authorities.

Except where otherwise indicated all given levels are
unfinished levels.

The copyright of this drawing vests in the architect unless
otherwise indicated.

ALL CONSTRUCTION AND BUILDING METHODS TO COMPLY
WITH THE NATIONAL BUILDING REGULATIONS CODE
SABS 0400.

COPYRIGHT RESERVED
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REFERENCE W1 W2 W3 W4
DESCRIPTION purpose made powder coated aluminium frame | purpose made powder coated aluminium frame purpose made powder coated aluminium frame purpose made powder coated aluminium frame
with fixed and sliding panels with fixed and top hung panels with top hung panel with fixed and top hung panels
"Matt" Jet black powder coated ref code-ANP "Matt" Jet black powder coated ref code-ANP "Matt" Jet black powder coated ref code-ANP "Matt" Jet black powder coated ref code-ANP
FINISH 39005/LN 205P 39005/LN 205P 39005/LN 205P 39005/LN 205P
Clear glass as per SANS 10400 regulations and to Clear glass as per SANS 10400 regulations and to| Clear glass as per SANS 10400 regulations and to Clear glass as per SANS 10400 regulations and to
GLASS AAAMSA standards AAAMSA standards AAAMSA standards AAAMSA standards
IRONMONGERY
QUANTITY 1 2 2 1
813 813
L NI
TYPICAL SPECIFICATION _ \
MATERIALS: o
Doors,front and sides- 16mm melamine colour LL N
BIC plan strictly to Architect's specification and approval (:5
;100 Internal shelving and sides-16mm white Melamine 2 —]H § 1 §
o 600 8 —
O All edging to be impact edging colour to match O
£ Base structure from 38 X 100mm solid pine timber ——
with 100mm high natural aluminium strip fixed
83 according to specialist
o o
o ~
§ HANDLES:
I = i "Roco" (TS2648) 12mm solid stainless steel bar
L
— o LOCKS & HINGES:
- N 1 Water cylinder cam lock as per Buchel B2602
_ S . REFERENCE D1 D2
= i
© Vertical 813mm X 2032mm semi -
BIC Elevation & Section DESCRIPTION exterior (Carved in). Regency white

CLASS: Medium duty.
By swartland doors

813mm X 2032mm interior
hollowcore (SHALLOW MOULDED).
CLASS: Light duty.
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CLIENT

CENTRAL BANK OF LESOTHO

Product code : EBELGLIO.By swartland doors

PROJECT TITLE

PROPOSED FANCING AND
GUARD HOUSE FOR CENTRAL
BANK OF LESOTHO RECOVERY

SITE. PLOT#: 16302-019 AT
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DRAWING TITLE

DOOR, WINDOW & JOINERY SCHEDULES

Applicable to Bed Sitter,

FRAME TIMBER TIMBER
GLASS

NIL NIL
IRONMONGERY
QUANTITY 2 2
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